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9. | Bushing Brass 1| Nickel Plated pEA
8. | Washer 0.4T Brass 1 Nickel Plated
D [_7._{ Nut 2.2T Brass 1 Nickel Plated
6. | Housing PBT 1 Black Color
5. | Ring Shunt 0.4T Brass 1 Silver Plated
4. | Ring Spring 0.4T Phosphor Bronze 1 Silver Plated
—1 3. | Tip Spring 0.4T Phosphor Bronze 1 Silver Plated
2. | Tip Shunt 0.4T Brass 1 Silver Plated
1. | Earth Terminal| 0.4T Brass 1 Silver Plated
NO. | Description Material Q'TY Finish
E ® DATE DWN CHKD | APVD |MANAGER
S.C.PRECISION INDUSTRIAL CO., LTD.
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10.12.2011 RoHS For Reference
— ) Compliant {8 fit & 2
PART NAME :6.3¢ PHONE JACK|PART NUMBER:SCJ649R6NUS4B00G VERSION:2.0 | Coront Reatonce 3om{l_ mox
Insulation Resistance : 100MQ min. at DC 500v
TOLERANCE :+0.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm{ @D £F| SCALE:1/1 |Rlelectric Mithstand Voltage : AC 300 for one minute
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