11 | 12 | 13 | 14 | 15 | 16 | 17 |
1 9
3 <
SCHEMATIC V-l:g
] vi— ’
A N—"n02 E J !:
__| LMODEL NO J 14.00 2.00
WASHER NUT
B .
o 33.50
& A _._|. 0.20%0.20
14. |Washer 0.5T Steel 1 | Nickel Plated \%% “Ag)t-,glso S L
114 . ee . 3 AC)25.00
- ] 3 ——— _
13. [Nut 2.0T Steel 1 Nickel Plated = =
(o)
12. [cover PBT+15% 1 | Black Color g S| 1@|— =g
< N
Housi Black Col L& AN - /@
& 11. |Housing POM 1 ack Lolor 19 3 2
10. |Insulator POM 1 Black Color 98 I @ T— 1
9. [Bushing Low Lead Brass Rod | 1 | Nickel Plated 7 s ®/ ADYT7.50£0.5
5 (4 5=200=02 A©5.00£0.50
—] 8. |Barre POM 1 Black Color 2.20+0.2
7. |Earth Spring 0.2T Phosphor Bronze| 1 Nickel Plated M12XP1.0 METRIC THREAD 5-2.50X1.00 =
6. |Guide Plate  [1.0T Bakelite 1 | Natural 8 p— ‘L 4
2 )
D_ 5. |Break Terminal [0.35T Phosphor Bronze| 1 Silver Plated N L i 1 5 ™
]
4. |Transfer Terminall0.4T Brass 1 Silver Plated Bt - 8
3. |Ring Terminal  [0.25T Phosphor Bronze| 1 Silver Plated 50
ACF)7.50+05 14.00
1 2. |Tip Terminal 0.35T Phosphor Bronze| 1 Silver Plated AG14.00£0.5 51.50
1. |Sleeve Terminal |0.5T Steel 1 Nickel Plated ACH>21.50£0.5 )
Pin Hole Layout
NO.| Description Material Q' TY| Finish (Jack Bottom View)
E ® DATE | DWN | CHKD | APVD MANAGER For Redierames
3 « S.C.PRECISION INDUSTRIAL CO., LTD. e
& & D3.23.2022 -3 ROHS&SVHC
o SPECIFICATIONS: Compliant
PART NAME :6.3¢ PHONE JACK |PART NUMBER:SCJ628RONJS1B0OOL VERSION:1.0 Contact Resistance . 30mQ max
Insulation Resistance : 100MQ min. at DC 500V
TOLERANCE :+0.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm €D £ SCALE:/ R A 0wy e rtant Dimengon e Trute
L K | 2 | 3 | 4 | s | 6 | 7 |



