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16. | Sequins Tin Phosphor Bronze 2
15. | Insulator PA66+33% 1 Black Color
~ 14. | Spring SUS-304 i
C 10.00 C
13. | Back Housing Cover PA66+33% 1 Transparent 75‘0
12. | Back Housing PA66+33% 1 Black Color : 2.50
3,50 5.00
11. | Houshing PBT 1 Black Color @ 21 22, 6-91.20
10. | Switch Pin 0.4T Brass 6 | Siver Plated e =2 4T O
9. | Tip Lead(TOP) 0.4T Brass 1 Silver Plated 25105 5?39 - D ’T—S‘PB&D ol o
8. | Tip Spring(TOP) 0.25T Phosphor Copper 1 Silver  Plated ’*:EE‘;P slelll o CD ‘ \iﬁﬂé w| S| o
_|" 7. TRing Lead(TOP) 0.4T Brass 1 [Silver Plated =l [ 7s 2-270x20 | 19-—%b—| i -
D[ 6. [Ring Spring(TOP) 0.25T Phosphor Copper 1 Silver Plated H —|—|£|— r@—| 95 \%’ D
5. | Earth Terminal(TOP) 0.4T Phosphor Copper 1 Silver  Plated 25 7-1.50%0.70
4. | Tip Spring(DOWN) 0.25T Phosphor Copper 1 Silver  Plated Pin Hole Layout
— 3. | Break Terminal(DOWN) 0.4T Brass 1 Silver  Plated (Jack Bottom View) -
2. | Ring Spring(DOWN) 0.3T Phosphor Copper 1 Silver  Plated
1. | Earth Terminal(DOWN) 0.4T Phosphor Copper 1 Silver  Plated
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PART NAME : SPECIFICATIONS: D
: 3.5¢ PHONE JACK | PART NUMBER SCJ352P0O0OVSOBOOG VERSION:7.0 Contact Resistance . 30m  rdlix
Insulation Resistance : 100MQ min. at DC 500V
TOLERANCE :40.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm{ @ £}| SCALE:1/1 |Biskectric Mithstond Voltage + AC 500V for one minute
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